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All information contained in this data sheet should be considered as a mere indication. 
The delivered item may have variations in design and installation mode.

Product datasheet DUNA
Ficha técnica de producto

Familia
Family

Instalación
Installation

Potencia / Lúmenes
Power / Lumens

Regulación
Regulation

Óptica
Optic

Voltaje
Voltage

Kelvin
Kelvin

IRC
CRI

IP
IP

Reflector
Reflector

Accesorios Óptica
Optic Accessories

Acabados
Finishes

DN1 E Empotrable 05E5 5W / 550lm O ON/OFF 15 15º L 220~240 VAC 27 2700K C 82 40 40 F Facetado 0 Sin accesorio B Blanco Mate
DN2 Recessed 07G7 7W / 770lm D DALI 24 24º 30 3000K F 92 65 65 Faceted Without accessory Matte white
DN3 1011 10W / 1100lm V DIM 1~10V 36 36º 40 4000K
DN4 T TRIAC 60 60º 50 5000K
DN5
DN6 1213 12W / 1320lm O ON/OFF 20 20º
DN7 1516 15W / 1650lm D DALI 40 40º

V DIM 1~10V
T TRIAC

07F0 7W / 600lm O ON/OFF 45 45º 30 3000K
60 60º 40 4000K

Ejemplo de codificación / Coding example:

DN1 E 05E5 O 15 L 27 C 40 F 0 B

Materiales / Materials:

Die cast aluminum body.
Electrostatic powder paint.
Polycarbonate diffuser.

Cuerpo de aluminio inyectado.
Pintura electrostática en polvo.
Difusor de policarbonato.

Características técnicas / Technical features:

 
30º

 
L80

 
B10

 40
IPIP

 65
IPIP

 >82
CRI

 >92
CRI

 
-5º~35ºC
TEMP.

 
DRIVER
INCLUDED

 DIMMABLE
OPTIONAL

Certificados / Quality certificates:

  

Descripción / Description:

Recessed and adjustable downlight with LED 
technology.
Adjustable orientation between -30º and 30º. 
Die-cast aluminum heat sink that conducts heat from 
the chip effectively, providing high performance and 
long service life. 
Installation and maintenance without the need for tools.

EEI: E
L80 B10
3 MacAdam
50,000 H
Warranty: 5 years

Downlight empotrable y orientable con tecnología LED.
Orientación regulable entre -30º y 30º.
Disipador de calor fabricado en aluminio a presión que 
conduce el calor del chip eficazmente, proporcionando 
un alto rendimiento y larga vida útil. 
Instalación y mantenimiento sin necesidad de 
herramientas.

IEE: E
L80 B10
3 MacAdam
50.000 H
Garantia: 5 años

Dimensiones AxH y peso / Dimensions AxH & weight:

5W / 7W 88mm x 83mm 215 g
10W 88mm x 98mm 236 g
12W / 15W 88mm x 108mm 298 g
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DUNA RR
DN1

DUNA RE
DN2

DUNA RM
DN3

DUNA SR
DN4

DUNA SE
DN5

DUNA SM
DN6

DUNA SS
DN7
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Aplicaciones / Applications:

 

HOTEL

   

Datos fotométricos / Photometrical data:
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